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Abstract
In this work, a dual-wavelength fiber ring laser working on the SLM regime
is proposed and experimentally verified. A proof-of-concept device has been
tested employing high precision small-sized SLM fiber lasers to complement
the feedback produced by a passive FBG. The ring laser output inherits the
spectral benefits of its SLM seed lasers but maintaining some power-related
properties of ring cavities. These spectral benefits can also be achieved for a
single wavelength, simplifying the requirements regarding power equalization
between different wavelengths to obtain the SLM regime. The experimental
results exhibit a remarkably good wavelength stability and SLM operation of
a fiber ring laser with several meters of cavity length, both with single and
multi-wavelength configurations.
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1. Introduction
Several works on multi-wavelength fiber lasers have been published in the
last years, partly because of their great potential for some applications like
microwave photonics systems, fiber-optic sensors, spectroscopy and wavelength
division multiplexed systems [1, 2, 3]. A configuration of erbium-doped fiber5
ring laser is an interesting choice to generate a multiple wavelength output due
to its good compatibility with other optical fiber components, high gain and low
noise figure.
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However, mainly due to the long lasing cavity and unstable mode compe-
tition caused by the homogeneous gain broadening in the erbium doped fiber10
(EDF), a multi-wavelength erbium-doped fiber ring laser with single longitudi-
nal mode (SLM) behavior and good stability is difficult to achieve. This can
be accomplished by incorporating an additional assembly structure, which in-
troduces complexity to the system and in some cases loss of efficiency in the
output power.15
Different approaches have been proposed to achieve a SLM regime in multiple-
wavelength fiber ring lasers like the use of ultra-narrow fiber Bragg grating filters
[4] or a fiber loop mirror with a saturable absorber [5, 6] as a passive self-tracking
narrow multi-band optical fiber. On the other hand, different techniques have
been proposed to solve the problem of the gain competition. In [5], the EDF was20
cooled to 77K with liquid nitrogen, thus making this technique impractical in
many applications. In [7], three erbium-doped fiber amplifiers were used to sup-
ply gain in each lasing wavelength. In [8], a nonlinear fiber inside the cavity was
used to stabilize a dual-wavelength fiber laser via the four-wave mixing (FWM).
Another option would be to use a nonlinear-broadening homogeneous material25
gain, such as semiconductor optical amplifiers (SOAs) [9]. But fiber ring lasers
based on SOAs exhibit the limitation that the associated output power is low.
In this work, a stable dual-wavelength fiber ring laser with SLM behavior
is presented and experimentally demonstrated. In order to achieve the SLM
regime in the two oscillating signals, two high quality small-size DBR fiber lasers30
with different lasing wavelengths are used as seeds in a typical fiber ring laser
structure with a fiber Bragg grating (FBG) as filter. A very narrow filtering
technique based on the spectral overlap of uniform FBGs [10] has been employed
to build the seed SLM linear fiber lasers. The proposed structure maintains the
SLM operation even with a single seed laser and is capable of delivering higher35
output power than isolated seeds. With a proper sizing, this configuration can
be very useful to translate power variations produced within the ring cavity to
different stable lasing wavelengths simultaneously.
2
2. Laser configuration
In fiber ring lasers, part of the amplified light is launched again into the40
active medium trough passive methods, typically allowing light to travel only
in one direction. The cavity length of these lasers is usually long and their
spectral properties are mainly driven by the feedback method (e.g. FBGs)
thus, achieving SLM operation can be sometimes challenging. However, Er-
doped fibers exhibit gain competition that can be employed to restrict which45
wavelenghts are active in a laser cavity. Based on these ideas, a DBR seed (or
several) can be employed to force the ring cavity to lase with the same properties
as the injected seed. The proposed configuration is depicted in Fig. 1 (bottom).
The fiber ring laser employs Er-doped fiber as active medium and the feed-
back is produced by a highly saturated uniform FBG centered to favor lasing50
in the Bragg wavelength and avoid peak gain resonances. A circulator is also
employed to determine the amplification direction of the cavity. This structure
produces a multimode laser whose spectrum is determined by the chosen FBG
and narrowed by the gain competition of the Erbium-doped fiber.
A small-sized DBR seed laser using the overlap technique [10] is amplified55
using a linear stage based on Er-doped fiber to increase its peak power (Fig.
1, top), before launching it into the ring cavity. Since the initial power of
the seed laser is higher than the resonance of the ring cavity, the whole cavity
inherits the spectral properties of the seed laser, maintaining the SLM regime,
but increasing the output power. Although this ring-based structure can be60
useful for specific applications, it becomes more interesting when different seed
lasers are launched into the ring cavity, sharing the latter active medium. This
setup is depicted in Fig. 1 (bottom), where two similar DBR seed lasers working
at different wavelengths are employed. This way, more complex structures can
be simultaneously achieved for all the lasing wavelengths while their spectral65



















Figure 1: A SLM laser is amplified through 2 m of Er-doped fiber, obtaining a seed laser
(top). Proposed ring configuration (bottom): different seed lasers are launched into the same
active medium to obtain a common output.
3. Experimental characterization of the seed laser
Different seed lasers have been manufactured according to the structure de-
picted in Fig. 1, (top). For each laser, two FBGs of L = 8 mm have been70
inscribed into commercial Er-doped fiber (I-25 from Fibercore) using the phase
mask technique with a continuum UV laser emitting at 244 nm. One of the
FBGs was partially post-exposed to adjust its central wavelength and reach the
SLM regime [10]. After finishing the DBR structure, 2 meters of Er-doped fiber
(I-25) were spliced after the small-sized DBR structure to increase its peak power75
(Fig. 1, top). One of these manufactured seed lasers has been experimentally
characterized before launching it into the ring cavity.
In Fig. 2, several experimental properties of a SLM seed laser are depicted.
The SLM operation (a) has been measured with a high resolution optical spec-
trum analyzer (BOSA-C from Aragon Photonics with a spectral resolution of80
0.08 pm) and also employing a heterodyne detection system. In Fig. 2 (b), a
single peak is shown, proving the SLM operation.
The heterodyne setup has been changed to the delayed self-heterodyne de-
tection scheme [11], in order to measure the Full Width at Half Maximum
4
(FWHM) linewidth of the emitted wavelength. A phase modulator (Photline85
MPZ-LN20) has been employed to perform the 5 GHz modulation. A 150 km
length standard optical fiber has been employed as the delayed line. An EDFA
has been introduced in the setup to amplify the signal of the delayed line. Ac-
cording to [11], the real linewidth is the square root of two times the measured
FWHM, so the achieved linewidth was around 1 kHz as shown in Fig. 2 (c).90
This narrow linewidth is comparable to previous results achieved with similar
Er-doped fibers [10], suggesting a very stable SLM operation of the fiber laser.
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Figure 2: Experimental characterization of a SLM seed laser. SLM regime measured with
BOSA-C (a) and heterodyne setup (b). Linewidth around 1kHz measured with delayed self-
heterodyne detection scheme (c). OSNR around 48dB measured with OSA (d). Power stability
under 0.44 dB measured for 60 min (e) while pump power was maintained at 100 mW.
The output laser signal has been directly connected to an OSA (HP70952B,
that exhibits a wavelength resolution of 60 pm) to study the power behavior of
the manufactured laser. Maintaining the pump current constant, the generated95
output optical power has been monitored during 60 min using the OSA. The
power stability measured each 30 seconds (Fig. 2, e) is depicted, achieving a
drift of 0.44 dB with a 90% confidence interval. For the pump current employed
during the stability test, the output laser exhibited an optical signal-to-noise
5
ratio (OSNR) higher than 48 dB (Fig. 2, d).100
4. Experimental characterization of the ring laser
After the characterization of an isolated SLM seed laser, the ring configu-
ration depicted in Fig. 1 (bottom) has been mounted employing 4 meters of
Er-doped fiber (I-25 from Fibercore). Two seed lasers have also been connected
to the cavity while the chosen FBG (L = 24 mm) centered at these wavelengths105
(λc ≈ 1551.5 nm) that exhibits a high bandwidth (BW3dB ≥ 2 nm).
BOSA capture for only L1 within the ring cavity, Pump 80mA
BOSA 2min hold for only L1 within the ring cavity, Pump 80mA







BOSA 2min hold for only L2 within the ring cavity, Pump 80mA
BOSA capture only keeping active the ring cavity , Pump 80mA
BOSA 2min hold only keeping active the ring cavity , Pump 80mA
BOSA captures for L1 and L2 within the ring cavity, Pump 80mA
BOSA 2min hold for L1 and L2 within the ring cavity, Pump 80mA
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Figure 3: BOSA-C instantaneous captures (top) and 2 minute hold (bottom) of: two seed
lasers (a); no seed laser (b); only λ1 seed laser (c); only λ2 seed laser (d). All scenarios have
been also verified using the heterodyne method. The pump power of both seed lasers was set
around 150 mW.
4.1. Wavelength measurements
The wavelength evolution of the most common operation situations has been
analyzed using the high resolution optical spectrum analyzer (BOSA-C) and
verified using the heterodyne method. For each of the presented results, two110
similar graphs are depicted: the first one corresponds to an instantaneous mea-
surement, while the second one shows a 2 minutes hold of the laser signal. In
6
the first case depicted in Fig. 3 (a), two seed lasers have been injected into
the ring cavity with the same power, while the ring pump was active. Both
seed lasers maintain their SLM regime after being amplified by the ring cavity.115
The second scenario (b) exhibits the resonance associated with the feedback
FBG that creates a multimode laser when no seed was injected. The multimode
laser achieved without seed lasers exhibits a much narrower bandwidth than the
passive response of the FBG mainly provoked by the Erbium gain competition.
The remaining cases depicted in Fig. 3 are associated with single seed injection:120
only λ1 seed (c) and only λ2 seed (d). Those cases are the worst-case scenario in
terms of the incoming power difference and both lasers maintain their original
SLM regime.
Other remarkable parameter related to high precision lasers is the linewidth.
The delayed self-heterodyne detection scheme [11] has been employed again to125
verify the influence of the ring cavity on the FWHM of the laser outputs. Both
seed lasers have been experimentally characterized before and after being in-
jected into the ring cavity using the same setup (phase modulator, 150 Km as
delay and an EDFA to overcome the power reduction). Both achieved linewidths
were around 1 kHz, proving that the ring output maintains the spectral prop-130
erties of the seed laser.
4.2. Power measurements
Although wavelength stability mainly depends on seed lasers, their output
power is more affected by the ring cavity because all wavelengths must share the
active medium. The same power stability measurements have been repeated for135
two simultaneous seed lasers maintaining the ring pump current. The generated
output optical power was monitored each 30 seconds during 60 min using the
OSA. Each laser peak has been independently analyzed and the achieved results
are depicted in Fig. 4 (a, λ1 seed; b, λ2 seed). As expected, their power stability
is worse than the isolated seed lasers, however they still remain under 2 dB (90%)140
even without being isolated from environmental vibrations.
As commented in the previous section, the spectral properties of the seed
7
lasers are maintained independently of their power ratio: the ring laser working
on SLM regime can be achieved even with a single seed. In Fig. 4 (c), power
measurements captured with an OSA are depicted for each extreme case: one145
seed laser at a time and no seed laser. Each seed laser has been injected with the
same power, being amplified the same value for the ring cavity (Gring ≈ 3dB)
while keeping their original spectral properties. However, there are some limi-
tations regarding the ratio between the power pumped into the ring cavity and
the power of the seed lasers. In Fig. 4 (d), power traces have been captured for150
different powers pumped into the ring cavity. As the ring power increases, the
output lasers are more affected by the ring cavity, but they maintain their seed
spectral properties. However, when the pump is excessive, in addition to ampli-
fying the seed lasers, the ring cavity starts to lase at other wavelengths different
from those of the seeds. Although the spectral properties of the seed lasers are155
still maintained, they can be superposed with other multimode lasers directly
created within the cavity, adding extra noise to the system. This problem can
be minimized with a proper ring cavity design taking into account the power
injected by the seed lasers or employing another secondary FBG to create those
multimode resonances away from the desired wavelengths.160
5. Conclusion
In this work, a seed-aided fiber ring laser working on SLM regime has been
proposed and experimentally characterized. This scheme combines a typical
fiber ring laser structure with a FBG for filtering with high quality small-sized
SLM seed lasers manufactured directly in commercial Er-doped fiber to improve165
the final spectral properties. The spectral properties of the output lasers are
mainly driven by the seed lasers employed by forcing the feedback process with
an active laser signal instead of passive FBGs. Although each laser wavelength
inherits the spectral properties of the seed, since they share a last amplification
stage within the same active medium, they also exhibit some ring-associated170
properties mainly related to their output power. The achieved results have
8
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Figure 4: Ring cavity power measurements. Power stability measured at ring output of λ1 (a)
and λ2 (b) seed lasers. The pump power of seed lasers is adjusted to launch the same power
at both wavelengths (around 150 mW). OSA traces for selective seed injection (c) and OSA
traces for different ring pump power (d) while seed lasers are active.
proved that this technique is able to obtain dual-wavelength ring lasers working
on the SLM regime with different power levels for each wavelength, reaching
also the SLM regime for a single wavelength output. Although some limitations
regarding the maximum cavity pump power have been found, they can be over-175
come by a proper cavity design or by forcing the ring self-resonances out of the
wavelength of interest. Thus, with a proper sizing of cavities, a laser emitting
at higher powers while maintaining the spectral properties of their seeds can be
achieved.
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